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SAMSUNG HEAVY INDUSTRIES

230, Jangpyeong-Rl, Sinhyeon-Eup, Gegje-sl, Gyeongsangnam-Do, 853710 Kore
Tel B2 55 830 3314 FgX 82 65 830 4859

Esmall ship.designgsamsung. com

To. » Germanischer Lloyd
Plan Approval and Technical services for Noth East Asig;
Attn. M. H. Wagner (+ 82 51 441 6570) i
Date 14 September 2006 Your Ref.
Total Page : 2 (Including this page) MSG. No. : SHI/GLS
;M Subject : CSR for Sounding Pipes . “‘
% Dear Sir, | ) “"

With regard to the CSR requirement of the wall thicknesses of soi
exposed to deck in the section 11, 1.3.3.1, please confirm the following

JIS STPG370, ERW, Sch.80 have been applied fo sounding pipes of al
SHI shipyard as our standard. As the result qf comparison between SH
requirement, the wall thickness of our standard 50A pipe is just 0.5

requirament as shown on below table.
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As we know, the wall thickn;ass slightly less may be accepted by cle
when the steel pipe is protected by anti-carrosion method such as galv:
Therefore we would like to keep our current design.

Your favorable confirmation would be highly appreciated.

Sincerety Yours,
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