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CSR-BC required the distance between opening edge and slot 'a>=@'.

Common Structural Rules for Bulk Carriers Chapter 3, Section &
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Figure 15: Location and dimensions of lightening holes

Where lightening holes are cut in the brackets, the distance from the circumference of the hole to the free flange

of brackets is not to be less than the diameter of the lightening hole.

While there is no such requirement for tanker.

SECTION 4 - BASIC INFORMATION COMMON STRUCTURAL RULES FOR OIL TANKERS
fgrs gross web thickness, in mm
Feorr corrosion addition, as given in Section §/3.2, in mm
P angle between the web and attached plating, see Figure £.2.14,

in degrees. @ is to be taken as 90 degrees if the angle is
greater than or equal to 75 degrees

(RN 2, effectioe from 1 July 2008)

Figure 4.2.16
Effective Shear Area in way of Openings

Note

The figure shows effective web height for a single skin primary support member.
The effective web height of a double skin primary support member follows the
same principles.

2513 Where an opening is located at a distance less than h./3 from the cross-section
considered, fr, is to be taken as the smaller of the net height and the net distance
through the opening See Figure 4.2.16.



The minimum distance below is obtained from a Japanese publication named 'i

PA PG M h e

MR by

HI4(L) FLETL, RITFLESEOmE DR -EERE (5)

fEY

1. —fiz, lotbheBEEo=gE#N =
LRSI AL FIL, AW E LR
Bomm a5 Sl T L
oL, BEO M EOdgr LTzt
ok

2,
Y EoEMEs, Y7k E—T
Mok s ki, Sl LT L.

oo = e v LD
oLzt tit, Siesliliaiot.

1, A F-Fr— PEliT e

HE1402) FERRITTLO RS

(1) ADESHMALDFRED2EHNT
AOREMFRES #1385

[SENE)

_— e e amd L

(2} LoESHERENARCE-TY
BEEiBEas0eEvHI sl M
ALk T il ic L TR & T
3.

T_
=
(3) Ao@ELE

ZhiFEEMTEL M, BAE
THROBEMEATICH T 5, Aok
© W e dodh, e M TR VO e B MRk R R
BRFLET R IC I B M T S

I

574 WiE B =
1
-
| ARS | BES
(1) L&A
J.;’ EE%E" d) +d;
|
(2) A& *1 "
i kL p
e | = | ¢
5 |
Tk |
(3) fLEmHf
T || o |
| P
i}
(4] LEZHTwr, |
=i g |
qg i' JJ:R d+ R
B A O AL A O A
(6) At
H §§ } d;B d+8
S
Si=28
f“—~—#*”\ Syzad |
Sz 8

I wonder would you like to limit the distance between opening edge and slot for CSR tankers?



