
Form 7-6 
 

Date:                   
 

APPLICATION FOR TYPE APPROVAL 
FOR CRANKCASE OIL MIST DETECTION ARRANGEMENTS 

(☐New  ☐Change  ☐Renewal) 
 

To: Messrs. NIPPON KAIJI KYOKAI 

Name of Applicant: 

Address: 

(Signature)                             

We hereby apply for type approval of the following arrangement in accordance with the requirements of 

2.4.5 Part D of the Rules for the Survey and Construction of Steel Ships and Chapter 6, Part 7 of the 

Guidance for the Approval of Materials and Equipment for Marine Use. This request is made on the basis 

that we accept the provisions of CONDITIONS OF SERVICE FOR CLASSIFICATION OF SHIPS AND 

REGISTRATION OF INSTALLATIONS of NIPPON KAIJI KYOKAI. We agree to pay all survey fees and 

expenses incurred as a result of the above-mention services regardless of whether the results of the services 

are acceptable or not. 
Name of Article  
Type 
(Those of similar type, if any,  
to be described separate) 

 

Particulars (or Ratings)  

Applicable Rules (if applicable) 
(with year of edition) 

IACS UR E10 (Rev.  ), IEC 60092-504, JIS F 8076. 
Others (                                                 ) 

Intended for 
(Service) 

 

Name of Manufacturer 

(including factory) 

Address 
 Tel. No. 

 

Drawings Fill out “Attached sheet” 

Where to Contact Address: 

E-mail: 

Name of Sec. Dept: 
Name of person in Charge: 

Remarks  
Notes:   

1. In case space is in short, use separate sheets. 
2. Cross out with a straight line on unnecessary letter. 
3. The applicant is to be identical to the section of the manufacturer in charge of the equipment concerned. 

  



Form 7-6 (Attached sheet) 
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(6.2.2, Part 7 of “Guidance for the Approval of Materials and Equipment for Marine Use”) 
Documents need to be submitted Document Title Document No. 

(1)   Specifications     
(2)   Construction drawings and summary of working 
principles 

    

(3)   Description of oil mist detection/monitoring 
equipment and system including alarms 

    

(4)   Schematic layout of oil mist detection arrangements 
showing location of detectors/sensors and piping 
arrangements and dimensions 

    

(5)   Maintenance and test manual which is to include the 
following information: 
(a)    Intended use of equipment and its operation 
(b)   Functionality tests (to demonstrate that the 
equipment is operational and that any faults can be 
identified and corrective actions notified) 
(c)    Maintenance routines and spare parts 
recommendations 
(d)   Limit setting and instructions for safe limit levels 
(e)    Where necessary, details of configurations in which 
the equipment is and is not to be used 

    

(6)   Approval test plan (the place of test and scheduled 
date of test are to be entered) 

    

(7)   Data on the summary of test facilities     
(8)   Information on the manufacturing and quality control 
standards 

    

(9)   Records of manufacture and delivery (if any)     
(10) Others which are considered necessary by the Society     

Note:  
4. Refer to the Chapter 6, Part 7 of “Guidance for the Approval of Materials and Equipment for Marine Use” regarding rules 

and required documents for “Type Approval of Crankcase Oil Mist Detection Arrangements”. 

 


